
PERMANENT SHUTTERING SYSTEM  
WITH 

Wood Wool Cement Board (WWCB) 
 

Because of the high insulation value , an increasing interest exists to use the Wood Cement 
Boards as permanent shuttering of concrete walls  for the construction of high rise apartment 
buildings, offices, warehouses, etc. 
 
Used as permanent shuttering, the insulating WWCB panels are bound with the concrete, 
forming a strong monolithic construction. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 
 
 
              

 

  

  

WWCB panels are fixed on site using steel spacers.  
 
(sketches courtesy of IntraBau, Russia, www.intrabau.ru)   

Concrete is being poured in the open wall system 
and over the reinforced floor units creating a 

monolithic construction. 

High rise apartment building under construction in Italy 
according to the WWCB Permanent Shuttering System. 

(pictures courtesy of Celenit, Italy, www.celenit.it) 



P.O. Box 203, 3770 AE Barneveld , Holla nd 
Tel.:   +31 342 476 353 
Fax:  +31 342 475 618 
E-mail:     info@eltomation.com 
Website:  www.eltomation.com  

 

       
 
 
 
 
 
 
 
 
 
 
 
 

 

 

 

 

 

 
 

 
 
 
 

             
 

Permanent Shuttering of floors and walls with WWCB (interior) and  
WWCB Composite Boards at the exterior side of the walls 

 

                  
 

Well insulated apartment building, built according to the IntraBau permanent shuttering system 
 in Northern Russia before and after being stuccoed 

 

Advantages of the Permanent Shuttering System:  

·  quick and economic construction;  

·  high thermal insulation which provides for energy 

savings;  

·  strong monolithic construction;  

·  resistance against severe weather conditions, such 

as beating rain and freezing temperatures;  

·  fire resistance; 

·  elimination of thermal bridges; 

·  excellent surface for any type of plaster.  

 

Strong reduction of heat loss (K-values) of a 25 cm 
concrete wall, insulated with WWCB sandwich  

boards of various thicknesses 


